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Important safety instructions

If you want to use this product correctly, carefully read this user's manual and store it
for future reference.

General safety instructions

Read this user's manual. Keep the user's manual in a safe place for future
reference. If you give this device to a third party, hand over the user's manual
together with the device.

Follow the instructions contained in this user's manual.

Heed all warnings.

Adhere to all instructions.

Use only accessories determined by the manufacturer.

An open flame must not be placed on the device, e.g. burning candle.

Use the device in a temperate climate zone.

Neither the manufacturer nor the seller of the device under no condition takes
responsibility for any direct or indirect damages caused by not adhering to
instructions for installation, set-up, use, service or cleaning of this device as
described in this user's manual.

Protect the device against being knocked, dropped, hit, shaken and against
vibrations, humidity and dust.

Before allowing children to use the device, they must be appropriately to their age,
informed about the correct and safe use of the player.

Installation, operation

Install the device according to the instructions in the user's manual.

Leave free space on all sides of the device, necessary for proper air circulation.
This removes the heat created during operation. Covering the device housing
creates the risk of overheating or damage to the device. It is necessary to ensure
that the ventilation openings are not blocked, e.g. by a newspaper, table cloth,
curtain, etc. Follow the installation instructions in the user's manual. If proper
device ventilation is not maintained, its surface may be hot!

& CAUTION
— HOT SURFACE!

WARNING! HOT SURFACE!

* Using the device for a long time may cause it to become very hot. We recommend

providing sufficient space for heat exhaust, a least 10 cm from the top and from
the sides of the device. Do not touch hot parts of the device just after switching it
off if it has been on for a long time.

Do not install the device in direct sunlight or near sources of heat, such as heaters,
heat exchangers, stoves or other appliances (including amplifiers) producing heat.
High temperatures significantly reduce the lifetime of electronic components in the
device. Do not use or leave the device in the vicinity of an open fire.

The device must not be exposed to dripping or running water and objects filled
with water must not be placed on it, e.g. vases. Protect the device against rain,
spray or contact with any other liquid, do not leave or install the device outdoors.
Do not use the device outdoors. Not adhering to these instructions creates a risk
of electrical shock or fire hazard.



Important safety instructions

Do not use this device near water.

Do not try to circumvent the polarised power plug safety feature. If the power
plug cannot be inserted into your power socket, contact a qualified electrician to
replace the old type of power socket.

Before connecting the device into a power socket, check that the voltage in your
power socket corresponds to the voltage on the rating label of the device or on its
power adapter.

Make sure that the power cord is not stepped on or compressed, particularly near
the power plug, power socket and at the point where it exits the device or the
adapter. The power plug (adapter) is used as a disconnection device and must be
easily accessible.

Remember to always disconnect the power plug (adapter) from the power socket
before disconnecting the power cable from the back side of the device.
Disconnect the device from the power socket during storms or if you will not be
using it for a longer time.

Avoid moving the device from a cold environment to a warm one or vice versa, or
when using the device in a very humid environment. Air humidity may condense
on some components inside the case of the device and the device may stop
working temporarily. If this occurs leave the device in a warm and well ventilated
place and wait 1 — 2 hours until the moisture evaporates and the device can once
more be used as usual. Take care especially during the first use of the player
immediately after its purchase during a cold season.

Repairs and maintenance

To prevent risk of injury through electric shock or the creation of a fire, do not
take the device out of the case - there are no parts inside the case repairable or
adjustable by the user without relevant equipment and qualifications. Should the
device require adjustment or repair, contact a professional service centre.

In the case of any unusual events occurring during the use of the device, ex. if
there is a distinct smell of burning insulation or smoke comes out of the device,
immediately turn off the device, disconnect the device from the power source and
do not use the device until you have received the results of an inspection by the
employees of the professional service centre.

Have all repairs carried out by qualified personnel. Repairs are necessary if the device
has been damaged in any way, for example if the power cord is damaged, liquid was
poured on the device, foreign objects have entered the device, the device has been
exposed to rain or moisture, if the device is not working as usual or if it has fallen.
Clean the device only with a dry cloth.

Remote control and batteries

Do not expose the remote control or the batteries to direct sunlight or sources of heat,
such as heaters, heat exchangers, stoves or other appliances (including amplifiers)
producing heat. Do not use or leave the device in the vicinity of an open fire.

Neither the remote control nor the batteries may be exposed to dripping or running
water and objects filled with water must not be placed on them, e.g. vases. Protect
against exposure to rain, spraying or pouring of any kind of liquid. Do not use
outdoors. Not following these instructions creates a danger of damage to the
remote control or the battery.



Important safety instructions

» Do not use this device near water.

* Itis necessary to pay attention to the environmental impact aspects of battery
disposal.

* The incorrect use of batteries may cause the leakage of the electrolyte and
corrosion. To ensure that the remote control works correctly, proceed according to
the instructions below:

— Make sure when inserting batteries to correctly align the polarities (+/-).

— Do not recharge, heat, open or short circuit the batteries.

— Do not throw batteries into a fire.

— Do not leave discharged batteries in the remote control.

— Do not combine various types of batteries or new and old batteries.

— If you will not be using the remote control for a long period of time, remove the
batteries to prevent potential damage caused by a subsequent battery leakage.

— If the remote control is not working correctly or its operational range is reduced,
change all batteries for new ones.

— If electrolyte leaks out from the batteries, have the remote control cleaned by
an authorised service centre.

Attention: To prevent a fire hazard or injury by electrical shock, do not expose this
device to rain or humidity.

Attention: Batteries must not be exposed to excessive heat, for example sunlight,

fire, etc.
CAUTION
% RI8K OF BLECTRIC 8HOCK A
DO NOT OPEN

This symbol indicates that there is dangerous voltage inside this device,
which presents a risk of injury by electrical shock.

This symbol indicates important operating or repair instructions in the
device's documentation.

This symbol indicates that the device has double insulation between the
dangerous mains voltage and the parts accessible to the user. In the
event of repairs use only identical spare parts.

Notes on the USB connector:

USB flash drives must be inserted into the device directly. To prevent data
transmission failure or its interference do not use USB extension cables. Electrostatic
discharges may cause the device to malfunction. In such an event the user must
restart the device.



Important safety instructions

Before using a USB flash drive test its ability to communicate with the device and its
data reading and writing speed.

To achieve maximum reading speed we recommend that you keep disc space
defragmented. Use the FAT32 file system, a single partition, without protection. If
reading and writing on the USB flash disk is not continuous, undesirable effects may
occur such as partial image loss (distortions/checkering effects) or complete image
loss, audio defects, and in extreme cases the operation will be stopped. Unexpected
behaviour of the connected flash drive, or the presence of viruses or other damaging
software may cause the functions of the device to stop working, necessitating a restart.

The USB connector is the standard type and is not able to power a USB device
with a high power usage (e.g. hard disk drives HDD). Use devices with independent
power supplies and power them from their own power supplies.

The device was designed to achieve maximum compatibility with flash drives.

With respect to the variety of devices on the market it is not possible to guarantee
compatibility with every USB device. In the event of difficulties try formatting the flash
drive directly in the appliance. If problems persist, use a different flash drive.



1. Description of the device

Front panel
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1. STANDBY indicator — LED indicating device status. The green LED indicates that
the device is on and the red LED indicates that the device is in standby mode.

2. Remote control sensor - receives the signal from the remote control
3. USB slot — used to connect a 2.0 USB flash drive

Rear panel
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I

. RF IN Jack — for connecting an external antenna

. COAXIAL - Jack for connecting to a digital audio amplifier

. HDMI OUT Jack — for connecting an external device via HDMI

. SCART OUT Jack — for connecting an external device via SCART cable
. 5V Jack — for connecting a 5 V power adapter

Mayt{l
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2. Remote control

1. MUTE Button — for immediate muting of audio/
restoring original volume

available for received channel) e N
r

2. INFO Button — for displaying additional

information on a channelffile Y
3. TTX Button — for ON/OFF switching of teletext (if @ S O 6
4.

SUBTITLE Button — for selecting a language o — |
for subtitles, or subtitles in an external file, and

making them appear and disappear on the screen @ —

. EXIT Button — for retumning to the previous screen o RO o
or menu . & 9
OK Button — for confirming input or selection/for uewy

e © 6 60

5

6.

displaying a list of programs o @ I
7. <«/» Button — for navigating in the menu right/left/

increase volume/decrease volume L
8. TV/RADIO Button — for switching between O— 11—
9

FAVOURITE TWRADIO

receiving TV programs or radio stations = N
. RECALL Button — for switching between the last ® 0 0

two received programs PP -

10. GOTO Button — for selecting a specific place in
the list

11. PREV <« Button - for skipping back to the
previous track during media playback/for jumping
back to previous channel in DTV mode

12. NEXT <« Button — for skipping forward to the
following track during media playback/for jumping
forward to following channel in DTV mode

13. REPEAT Button — for ON/OFF switching of repeat
playback mode

14. STOP H Button — for stopping media playback

15. STANDBY () Button — for switching on the device
from the standby mode/for switching the device to
standby mode

16. EPG Button — for displaying EPG information (Electronic Program Guide)

17. AUDIO Button — for changing language/audio mode:

18. A/V Button — for navigating in the menu up/down/for selecting the following/
previous program

19. MENU Button — for entering the main menu

20. FAVOURITE Button — for entering the favourites menu

21.Number Buttons — for directly selecting a channel or entering numerical values

22. FWD <« Button — for fast-forwarding through media during playback

23. REV <« Button - for fast reverse during media playback

24. PLAY P Button — for starting playback/resuming media playback

25. STOP M Button — for stopping media playback

26. Coloured buttons — for selecting the corresponding colour functions in teletext
mode

27.REC button — for starting the recording of a DVB-T program

28.LIST Button — for displaying a list of recordings on the current disc/for USB
recording and playback functions



2. Remote control

Using the remote control

» To control the device using the remote control point the remote control at the
device and then press the button with the required function. The effective range
of the remote control is up to about 5 meters with a maximum deviation of +/- 30°
from the perpendicular direction to the reception sensor of the remote control on
the front side of the device. The falling capacity of the batteries gradually reduces
the remote control range.

» There must be no solid obstacles in the area between the remote control and the
device when the remote control is being used. During standard use the lifetime
of batteries in the remote control is about 1 year. When the effective range of the
remote control is substantially reduced or when there are problems with its use,
change both the batteries in the remote control.

* If you will not be using the remote control for a longer period of time, take out both
batteries - in this way you will prevent potential damage caused by their leakage.

= 1 77
T L=

Replacing the batteries in the remote control

Two AAA batteries are used to power the remote control.
To replace it proceed according to the follow the instructions:

1. Open battery 2. Insert new batteries in the 3. Close the
compartment battery compartment so that battery
cover. the symbols + (plus) and — compartment

(minus) indicated on the bottom cover.
compartment are consistent

with the symbols + (plus)

and — (minus) indicated on the

batteries.




2. Remote control

Notes about the remote control and the batteries

* Do not expose the remote control or the batteries to direct sunlight or sources of
heat, such as heaters, heat exchangers, stoves or other appliances (including
amplifiers) producing heat. Do not use or leave the remote control or the batteries
in the vicinity of an open fire.

* Do not expose the sensor on the remote control to direct sunlight or light from
fluorescent tubes or other fluorescent source. They may affect the effective range
of the remote control or the reliability of the instructions to be performed.

» Neither the remote control nor the batteries may be exposed to dripping or running
water and objects filled with water must not be placed on them, e.g. vases. Protect
against exposure to rain, spraying or pouring of any kind of liquid. Do not use
outdoors. Not following these instructions creates a danger of damage to the
remote control or the battery.

» Do not use the remote control or the batteries in the vicinity of water.

 Itis necessary to pay attention to the environmental impact aspects of battery
disposal.

* The incorrect use of batteries may cause the leakage of the electrolyte and
corrosion. To ensure that the remote control works correctly, proceed according to
the instructions below:

— Make sure when inserting batteries to correctly align the polarities (+/-).

— Do not recharge, heat, open or short circuit the batteries.

— Do not throw batteries into a fire.

— Do not leave discharged batteries in the remote control.

— Do not combine various types of batteries or new and old batteries.

— If you will not be using the remote control for a long period of time, remove the
batteries to prevent potential damage caused by a subsequent battery leakage.

— If the remote control is not working correctly or its operational range is reduced,
change all batteries for new ones.

— If electrolyte leaks out from the batteries, have the remote control cleaned by
an authorised service centre.

Note:

Remove the batteries if you will be storing the device or not using it for an extended
period of time.



3. Installation

Before connecting the device into a power socket, check that the voltage in your
power socket corresponds to the voltage on the rating label of the device/power
adapter. To protect from electric shock injury, never remove the cover or rear part the
instrument or dismantle it in any way.

TV antenna
/| P=p
-
HDMI
Ri IIII:, ‘:’
s
Coanxial cable GQM | %r

Digital amplifier
Note:

If you connect an external device to the receiver such as a TV, VCR or ampilifier,
carefully read the user's manual of such device before connecting. Prior to
connecting make sure that all devices are unplugged from the sockets.

10



11

4. First installation

After correct connection of the device, tum on the television and then the receiver.
If you have tumed on the device for the first time or you have reset to the factory
seftings, the first installation will appear.

Installation Guide

08D Language 4 English
Country Australia
Channed Searth

1. Select OSD Language and choose the language using the /> buttons.
2. Select Country and choose the country using the <€/p> buttons.

3. Select Channel Search and using the P or OK button, choose automatic channel
search.

4. After the channel search is complete, you will be able to watch television.

Basic controls
4.1 Program Manage Setting
Press the MENU button to enter the menu and select Program.

In the menu you may set the program manager. Make a selection and press the OK
button or P> button. Press the EXIT button to leave the menu.

Progiamme Edit

B D% (O Dea @ d:;l)

4.2 Program Edit

Using this menu, you can edit the selected channel (lock, skip, favourites list, move
or delete). You will be asked to enter a password to edit in this menu. The factory-set
password is "000000".

4.2.1 Set Favourite Program

You can create a list of favourite programs for easy access to programs. Follow these
steps to include a TV program/radio station into a favourites list:
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1. Select the program that you want to add to a list and press the FAVOURITE
button. You may choose from the following lists: Movies, News, Sport and Music.
The star symbol at the given program displays and the program will now be added
to this favourites list.

2. Repeat this step to add more programs.
3. To confirm selection and exit the menu, press the EXIT button.

To remove the program from a favourites list, choose in the menu in step 1: Block
(adding to favourites).

4.2.2 View Favourite Program

1. Press the FAVOURITE button, and the favourites menu will appear. Press the
/> buttons to switch between the lists Movies, News, Sport and Music.

2. Press the A/V buttons to select the favourite program.

3. Press OK to display the favourite program on the screen.

4.2.3 Delete a TV or Radio Program

1. Select the program that you want to delete and press the BLUE button. A dialogue
window will pop up. Press the OK button to delete the program.

2. If you want to erase another program or station, proceed as described above.

4.2.4 Skip a TV or Radio Program

1. Select the program that you want to skip and press the GREEN button. The skip
symbol displays. The program will be designated for skipping.

2. If you want to skip another program or station, proceed as described above.

3. To confirm selection and exit the menu, press the EXIT button. To remove the skip
symbol, select the program indicated by the symbol and press the GREEN button.

4.2.5 Move a TV or Radio Program

1. Select the program that you want to move and press the RED button. The skip
symbol is displayed.

2. Press the A/V buttons to move the program.

3. Press the OK button to confirm.

4. To move further programs, proceed as described above.

12
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4. First installation

4.2.6 Lock Program

Using this function, you will be able to lock the selected program to prevent anyone

from viewing the program.

1. Select the program that you want to lock and press the YELLOW button. The lock
symbol is displayed. The program will now be indicated as locked.

. If you want to lock another program or station, proceed as described above.

. To confirm selection and exit the menu, press the EXIT button.

. If you want to remove the lock, select the locked program and press the YELLOW
button.

. If you want to watch a locked program, you will be asked to enter a password. The
factory-set password is "000000".

A WN

o

4.3 EPG (Electronic Program Guide)

EPG is an electronic program guide that displays on the screen showing the planned
shows on selected channels up to 7 days in advance.
Press the EPG button on the remote control to enter the guide. A screen pops up
containing: indication of currently selected channel {change using arrows 4/p>),
the date and time, a list of programs on the selected channel with one program
highlighted (change using arrows A/V) and extended description of the highlighted
program.

Pragramme Guida

T T SN 26 Jen 2000 1126
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wmm.ml
ﬁnﬂuni’llgnr—

; Lis comargues da

261 11101130 Notices 324 Fagu 173

Cra  Orae  [Orpoma Mrew (1?)

If the description contains more than one page of information, press the BLUE button
to display the following pages, press the YELLOW button to display the previous
page.

The device displays EPG information as it receives it from the transmission. The
transmission of all information from a given multiplex (set of several programs on
a given channel) may take up to several minutes.

The broadcaster of the given program is responsible for the content, accuracy and
up-to-date status of the information on the EPG system. Time information (current
time and daylight savings time) and its accuracy is provided for by the operator of the
given multiplex.
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4.4 Sort
You can sort channels using this function as follows:

1. LCN —based on the logical channel number system from the transmission
2. ONID - based on tuning order

3. Name of service —based on name of channel

4, ID services —based on station

4.5 LCN (Logical Channel Numbers)
ON/OFF function of logical channel numbers.

4.6 Video Setting

To enter the menu press the MENU button and then select Picture. You can set the
picture using this menu. Using the A/V buttons, select an option and set the value
by pressing the «/p> buttons. Press the EXIT button to leave the menu.

mEl» <« o0z

Picture
Aspect Ratie 16:9 Letter Box
Mssalutlon 10801

TVFomat PAL
CVES

4.6.1 Aspect Ratlo

You must set the correct aspect ratio as follows: 16:9 PillarBox, 16:9 Pan&Scan, 4:3
PanScan, 4:3 Letter Box, 4:3 Full, 16:9 Widescreen or Auto.

4.6.2 Resolution

If the screen is not displaying properly, you may have to change the resolution. This
option is only available in HDMI mode.

480i: for NTSC TV system

480P: for NTSC TV system

576i: for PAL TV system

576P: for PAL TV system

720P: for NTSC or PAL TV system
1080i: for NTSC or PAL TV system
1080P: 50 Hz

14
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4. First installation

4.6.3 TV Format

If the screen iz not displaying properly, vou may have o change the format. You must
select the format used In your country.

NT8G: for NTSC TV system

PAL : for PAL TV system (recommended for Europa)

4.7 Channel Search

Press the MENU button to display the main menu, and here select the item Search
Channel for astiing the channal saarch mathod.

Press the </ button In order to set.
Press the EXIT button to leave the menu.

4.7.1 Auto Search

To select and install all channels automatically F you run this function, all of your
searched programs searched thus far will bs overwritten.

1. Select the item Auto Search and press the OK button or P button to run the
search

2. To cancel the auto search, press the EXIT button.

4.7.2 Manual Search

Used for searching for new channels manually. Using this function, you may add new
programs without changing the curment channels list.

1. Select Manual Search and press the OK button or P button. The channel search
menu will pop up.

Manual Search

Frequency{iatiz}

Barhwldth:
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2. Using the €/ buttons, select the transmitting channel; the frequency will be
displayed below. Band width is selected automatically depending on the band
(VHF/UHF).

3. If on the given channel there is a DVB-T digital transmission, the device will start
decoding and after a while it will display its quality (Quality in the red band is
insufficient, in the violet band it is temporary, in the blue band it is satisfactory). If
the signal quality is sufficient, press the OK button to start the search. The device
will search for the set of programs on this channel (digital multiplex).

Once the channel is discovered, it is stored and added to the channels list. If the

channel cannot be found, the system leaves the menu.

4.7.3 Country
Select the applicable country.

4.7.4 Antenna Power
Enables power to the antenna if an active antenna is connected.

4.8 Time Setting

Press the MENU button to display the main menu, and here select the item Time for
setting the time.

Using the A/V buttons, select an option and set the value by pressing the €/ buttons.
Press the EXIT button to leave the menu.

4.8.1 Time Offset

Select automatic or manual settings of the time offset from GMT. Select manual
sefting if the operator does not give the accurate time data in its broadcasting (ex.
time zone or switching to daylight savings time).

4.8.2 Country Region
Select the country region if the time offset function is set to Auto.

4.8.3 Time Zone
Select the time zone if the time offset function is set to Manual.

16
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4. First installation

Correct time setting along with receipt of time information from the broadcaster or
operator is important for both displaying time data and for planning recording or
watching programs. Pay careful attention to setting the time.

4.8.4 Auto Standby

If this function is set to "Off", it will be active. If this function is set to "On", a message
displays after three hours of inactivitY that the device will be switching to standby
mode. Press the STANDBY button O for leaving the sleep/automatic standby mode.

4.9 Options

Press the MENU button to display the main menu, and here select the item Option.
This menu lets you set the OSD language, subtitles language and audio language.

Make a selection and set the value by pressing the €/p> buttons.
Press the EXIT button to leave the menu.

4.9.1 OSD Language
Select the OSD language.

4.9.2 Subtitle Language
Select the preferred subtitle language.

4.9.3 Audio Language

Select the preferred audio language for the TV channel. If the language is not
available, the priority language will be set.

4.9.4 Digital Audio
Select the digital audio output mode.
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4.10 System Setting
Press the MENU button to display the main menu, and here select the item System.
This menu enables you to set the system.

Using the A/V buttons, select an option and set the value by pressing the </ buttons.
Press the EXIT button to leave the menu.

Parental Guidance
Set Password

Factory Default

Information
Software Update

4.10.1 Parental Guidance

You may limit access to channels that are not suited to children and youth. To lock
the channel, you will need to enter the valid password (factory-set at "000000" or
a password that you have set.

4.10.2 Set Password

Here you may set or change your password. First enter your old password or factory-
set password "000000". Then enter a new password and enter it once again to confirm.
After confirming the new password, press the EXIT button to leave the menu.

4.10.3 Restore Factory Default

This function serves to restore the device factory default settings. In the man menu,
select the option Restore Factory Default and press the OK button or P> to confirm. Enter
the valid password (factory-set password "000000" or your selected password). This
function restores the original factory settings, and all current settings will be deleted.

4.10.4 Information
For displaying the model, hardware or software.

4.10.5 Software update

If the manufacturer releases new software for the device, it may be loaded onto the
device in this selection.

18




4. First installation

Note:

Updating the device softwane is a serious action. Make sure you have at your
dizspaogal an undamaged file/data source based on manufacturer information. Proceed
pracisely according to the instructions to the given software file. Not respecting the
instructions or an incorrecty performed update may cause imeparable damage to the
device that is not covered by warmanty.

4.11 Playback from USB devices

Insert a USB memory device Into the USB slot.
Prass the MENU button and using the </ buttons select USB.

In the USE menu, you will be able to play back music, images and multimedia files
stored on the USB mamory device. USB supports the formats: AV (DivX 4 and 5,
XviD}, MPG {MPE(G1 a 2), MP3, WMA, JPEG and BMP.

The device supports USB devices with the file systerms FAT32 and NTFS.

4.11.1 Multimedia

After connecting the USB device, select from the main menu using the </ buttons
USE Musle, Phoio or Movie and conflirm by pressing OK. If the USB device Is not
connected, the message "No USB device is found” is displayed.

19



4. First installation

4.11.2 Setting photographs
Slide Time: for setting the period of displaying Images {In a slide show) In a range of
1 to 8 seconds.
Slide Mode: after setting the Image rollover effect (sllde show) In modes from 0 - 59
or randomly.
Agpect Ratlo:

Keep: displaying image in original aspect ratio.

Discard: display full screan image.

4.11.3 Movies settings
During movle playback with subiltes In an external flle {wlth same name as the move
and extengion SRT, SUB, TXT) itz parameters may be selected.
8ize of subtitles

- normal: the subtitle letter size will be normal

- large: the subtitle letter size will be large

- even bigger: the subtitie letter size will be bigger
Subditle background

- white: sublitles displayed on white background

- transparent: subtitles displayed on transparent background

- grey: subtitles displayed on grey background

- yellow-green: subtitles displayed on yellow-green background
Colour of subtitles

= red: subtitles displayed in red lettars

= blue: subtiles displayed in blue letters

- green: subtiles displayed in green letters

- white: subtiles displayed in white |etters

- black subtitles displayed in black letters

20



Note:

There are a large number of ways to compress images and audio and many various
codec parameter settings. It may occur for certain codecs that playback of video,
audio or both tracks will not be possible

4.11.4 PVR

Recording: Select a disk for recording

Format: Format the selected disk to a FAT32 or NTFS format. Formatting the disk
must be confirmed by pressing OK twice, because formatting causes all data to be
permanently erased from the disk.




5. Troubleshooting

Problem Possible cause Remedy
The device is not plugged | Connect the power plug
. into a power socket. to the power socket.
No picture. . |
You didn't press the Press the STANBY O
STANDBY () button. button.

No signal available

The DVB-T cable is not
connected.

Connect the DVB-T
cable.

Incorrect system set-up

Set the correct system

Remote control is not
working.

parameters.
Audio cable not or Correctly connect the
incorrectly connected. audio cable.
You pressed the MUTE Press the MUTE again or
No sound. button. use the button VOL+.
. Try a different audio
Incorrect audio track. track.
Audio cable not or Correctly connect the
The audio is OK but there s ["02Tect connected. __audio cable.____
no display. rY;)(;Jioare listening to the button to switch to TV
) receipt.
The battery is flat. Replace the battery.

The remote control is not
aimed at the sensor or is
too far.

Aim the remote control at
the scanner or get closer
to the device.

The display suddenly
disappears or breaks down.

Weak signal.

Relocate the antenna for
better signal reception.
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Technical specifications

Input frequency 170 -230 MHz
470 — 860 MHz
Tuner Input level -25 —-78 dBm
Bandwidth 7 MHz and 8 MHz
Modulation QPSK, 16 QAM, 64 QAM
MPEG4 AVC/H.264 HP at L4
Video Format decoder MPEG2 MP at ML.HL
Output format 2:736:}122106%1080“ 1080P,
Output port HDMI, SCART
Audio Format decoder MPEG-1 (layers 1 and 2)
Input frequency VHF: 174 MHz — 230 MHz UHF: 470 MHz — 862 MHz
Audio output Digital audio: S/PDIF
Power source 5V direct current
Power consumption | max. 6 W




INSTRUCTIONS AND INFORMATION REGARDING THE DISPOSAL OF
USED PACKAGING MATERIALS

Dispose of packaging material at a public waste disposal site.

DISPOSAL OF USED ELECTRICAL AND ELECTRONIC APPLIANCES

i

The meaning of the symbol on the product, its accessory or packaging
indicates that this product shall not be treated as household waste. Please,
dispose of this product at your applicable collection point for the recycling
of electrical & electronic equipment waste. Alternatively in some states of
the European Union or other European states you may return your products
to your local retailer when buying an equivalent new product. The correct
disposal of this product will help save valuable natural resources and help
in preventing the potential negative impact on the environment and human
health, which could be caused as a result of improper liquidation of waste.
Please ask your local authorities or the nearest waste collection centre for
further details. The improper disposal of this type of waste may fall subject to
national regulations for fines.

For business entities in the European Union

If you wish to dispose of an electrical or electronic device, request the
necessary information from your seller or supplier.

Disposal in other countries outside the European Union

If you wish to dispose of this product, request the necessary information
about the correct disposal method from local government departments or
from your seller.

c € This product meets all the basic EU regulation requirements that relate to it.

Changes to the text, design and technical specifications may occur without prior
notice and we reserve the right to make these changes.

© Copyright 2011, FAST CR, a. s. Revision 08/2011

24




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




