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Verticutter 
OPERATION MANUAL

Thank you for purchasing this garden verticutter. Before you start using it, please read 

carefully this operating manual and keep it for future reference.
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1. GENERAL SAFETY INSTRUCTIONS

Important safety warnings

Unpack the product carefully and be sure not to throw away any part of the package before 

having found all components of the product. 

Keep the product in a dry place out of reach of children.

Read all cautions and instructions. The failure to adhere to warning cautions and instructions 

may result in an accident, fire and/or a serious injury. 

Packaging 

The product is placed in a package preventing damage during transport. This package is a raw 

material therefore it can be handed-over for recycling.

Instructions for use

Before beginning to work with the machine, read the following safety rules and instructions for 

use. Familiarize with operating elements and the proper use of the device. Keep the manual in a 

safe place for future reference. We recommend keeping the original package including the inner 

packaging materials, cash voucher and guarantee card for a period of warranty at minimum. 

For a case of transportation, pack the machine into the original box from the manufacturer, 

thus ensuring a maximum protection of the product during a possible transport (e.g. moving or 

sending into a service station). 

Note: If you hand the machine over to next persons, hand it over together with the manual. 

Adherence to the attached instructions for use is a precondition for the proper use of the 

machine. The operation manual includes also instructions for operation, maintenance and 

repairs.

The manufacturer does not take any responsibility for accidents or 

damages resulting from the failure to adhere to this manual.
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Attention! Before putting the machine 

into operation, read carefully the 

operating instructions and general 

safety instructions!

Do not use the machine in the rain or 

impaired weather conditions! 

Beware. After turning the verticutter off, 

the blade keeps rotating for a while!

Keep safe distance!

Beware. Rotating blades! Sharp 

blade(s). Beware of injury and severing 

toes or fingers!

2. SYMBOLS



FZV 4001 E

12EN Symbols | Machine description and package content

3. MACHINE DESCRIPTION AND 

PACKAGE CONTENT

Machine description (see Fig.1)

1 - switch lever

2 - handle top

3 - handle bottom

4 - grassbox

5 - handle mounting nut

6 - discharge chute cover

7 - height of cut adjusting lever

Always switch off the engine and 

remove the plug from mains before 

performing any adjustment or 

maintenance of the machine or if the 

power supply cable is entangled or 

damaged.

Use protective equipment while 

working.

Before performing any work on the 

mower, remove the cable from the 

mains.
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Package Content

Remove the machine carefully from the packaging and check the completeness of the following 

parts:

electric verticutter

two exchangeable cylinders

installation kit

operating instructions

When parts are missing or damaged, please contact your dealer.

4. SAFETY INSTRUCTIONS
Thank you for purchasing this garden verticutter. Before you start using it, please read carefully 

this operating manual and keep it for future reference.

Checks before each use

Check the electric verticutter before each use.

Do not use the electric verticutter if safety devices (switch lever, safety interlock, rear cover or

guard) are damaged or worn out

Never use the machine with locked or missing safety devices

Note:  Keep all nuts, bolts and screws tight and make sure the verticutter is in good working

condition.

Before any work is started, inspect the area to be areated.

Check the working area for any foreign objects (e.g. stones, branches, string) and remove

them if necessary.

Proper Use / Responsibility

Attention! Danger! Danger of injury! The verticutter may cause serious injury!

Do not put hands or feet near the cylinders of the verticutter.

You are responsible for the safety of methods of use specified in these instructions.

Only work under good visibility.

Do not touch the machine and do not open the rear cover during operation.

Familiarize with the surroundings of your working area. Check for possible hazards that may

not be audible due to the noise of the equipment.

To keep your feet safe, wear sturdy shoes and long trousers.

Keep your feet in safe distance from moving parts.

Keep the area of operation clear of all persons (particularly children) or pets.

Always push the verticutter at walking speed.
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Working posture: Be sure you are well balanced with sure footing while working.

Exercise extreme caution when changing direction on slopes.

Attention! Exercise extreme caution when walking backwards. You could stumble!

Do not use the verticutter in the rain or in humid or wet conditions.

Do not operate the verticutter near pool or garden lake edges.

Please abide by all local restrictions regarding the noise level.

Work Interruption

Attention! Never leave the electric verticutter unattended in the working area.

If you stop working, store the equipment at a safe place. Remove the plugs from the mains!

If you interrupt work in order to move to another working area, always switch off the electric 

verticutter during the move. Move the wear compensation lever to the transport position.

If you hit an obstacle during verticutting

Switch off the electric verticutter

Remove the obstacle.

Check the electric verticutter for any damage and have it repaired if necessary

Electrical Safety

Keep the extension cable off the cylinder of the verticutter!

Never use the verticutter in the rain.

Please observe the prescribed local rest periods.

It is necessary to check regularly the power supply / extension cable for any signs of damage

or wear.

If the power supply / extension cable is damaged, immediately remove the mains plug.

The extension receptacle for extension cable must be water-resistant to protect against

spraying water or the connecting receptacles for extension cables must be made of rubber or 

rubber-coated.

The extension cables must meet the requirements of DIN VDE 0620.

Only use approved extension cables with adequate cable cross-section. Consult your

electrician.

Connecting accessories must be used for extension cables.

For portable devices used outdoors, we recommend using 30 mA residual current devices. In

Switzerland, the use of residual current devices is mandatory.
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5. PURPOSE OF USE

Intended Use

The electric verticutter LS-S3201 is intended for aeration of lawns and grass areas in private 

home gardens and garden plots. It is not intended for use in public facilities, parks, sports 

grounds, roads, in farm sector and in forestry.

Note

Attention! In order to prevent injury, the electric verticutter may not be used for shrubs,

green fence and bushes trimming. The electric verticutter may also be not used for soil 

levelling.

6. MACHINE ASSEMBLY (Fig. 2)

Handle Assembly

Insert both bottom parts of the handle 5 (ends with round hole) into the holders in the engine

cover 6 and secure them with Phillips head screws 9.

Insert two locking bolts 1 from outside through the holes in two middle parts of the handle 2

and secure the bottom parts of the handle 5 with two wing nuts 4.

Screw the upper part of the handle with the switch lever 3 to the middle parts of the handle 2

with additional two locking bolts 1 and wing nuts 4.

Attention! Warning - Fix the upper part of the handle 3 to make sure that the socket plug 7

with the power supply cable 8 is on the right-hand side ( horní část držadla se startovací 

rukojetí 3 tak, aby zástrčka 7 s napájecím kabelem 8 byla na pravé straně (in the direction of 

movement) (see Fig.)

Power Supply Cable Attachment

Attach the power supply cable 8 to the handle using two cable clips 10.

Attachment of Fully-Assembled Grassbox to the Lawnmower

Lift the protective guard

Make sure the discharge chute is clean and free of any debris

Locate the fully-assembled grassbox 12, 13 into the locating points in the rear part of the

guard as shown

Attach the safety flap upon the upper part of the grassbox. Make sure the grassbox is easily

attachable.
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Note: In case of use other than grass collection, the lawnmower can be used without the

grassbox attached but with the protective guard engaged.

7. OPERATION (Fig. 3)

Attach the Extension Cable

Attach the cable holder (A2) to the upper handle

Starting and Stopping

Attention! Make sure the cylinder stopped rotating before switching “on” again. Do not

rapidly switch off and on.

Starting:

Press and hold the safety button

Squeeze the switch lever 10 towards the handle (D)

Release the safety button

Stopping:

Release the switch lever 10

8. MAINTENANCE

Aerator Cleaning

Attention! Danger! The cylinder of the verticutter may cause serious injury!

Attention! Before any maintenance, disconnect the machine from the mains and wait until

the cylinder of the verticutter has stopped.

Attention! During maintenance, always wear work gloves. The verticutter should be

cleaned after each use.

Attention! Danger of injury and material damage.

Attention! Do not clean the verticutter under running water (particularly under high

pressure).

Attention! Do not clean the verticutter using hard or sharp-pointed objects.

Remove grass and mud from the wheels, cylinder of the verticutter and the guard.
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Adjustment after Wear and Tear (Fig. 5)

Note: Do not use wear adjustment to adjust height. Adjusting the cylinder of the verticutter

without any visible wear and tear may result in damage to the cylinder of the verticutter or 

engine stalling.

During use, the cylinders, blades and springs of the verticutter are subject to wear and tear as

a result of the method of operation. The more intensively the verticutter is used, the higher is 

the wear and tear of the blades or springs.

Hard or very dry soil, as well as excessive use, accelerate the process of wear and tear.

If the results of your work with the aerator are increasingly deteriorating as a result of blade

wearing, the cylinder of the verticutter can be adjusted twice.

The cylinder of the verticutter has 4 adjustment positions:

Transport position 1

Aerating position 2

Aerating position 3:

First adjustment position after the blade wearing 

(the cylinder of the verticutter is lowered by 3 mm)

Aerating position 4:

Second adjustment position after the blade wearing 

(the cylinder of the verticutter is lowered by additional 3 mm)

Slightly push away the wear compensation lever 14 from the cover and slide it to the desired 

position.

9. CYLINDER REPLACEMENT (Fig. 4)

TROUBLESHOOTING

Replacement of the Cylinder of the Verticutter

Attention! Danger! The cylinder may cause injury!

Attention! Before any troubleshooting, disconnect the machine from the mains and wait

until the cylinder has stopped.

Attention! During troubleshooting, always wear protective gloves.

Unscrew two bolts 15 on the bottom of the cover.

Lift the cylinder with the blades of the verticutter 16 bevel-way and remove the drive wheel

shaft.

Remove the bearing bush 17 from the cylinder with the blades of the verticutter 16.

Push the bearing bush 17 into the aeration cylinder of the verticutter 18.
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Push the aeration cylinder of the verticutter 18 onto the drive wheel shaft so as the pin 19

snaps into the slot in the drive wheel shaft 20.

Screw the bearing bush 17 to the bottom of the cover but do not tighten it too much.

If the cylinder of the verticutter is in the wear adjustment position 3 and if it is worn out, the 

cylinder must be replaced by a new one.

10. MOWING (Fig. 6)

For verticutting convenience, it may be best to start working at a point closest to the power supply 

and to work your way away from the power supply. Verticut / aerate the lawn at a right angle 

from the power supply and place the power cable to the side which has already been treated (E).

Attention! When verticutting, do not allow the motor to labour, in particularly heavy

conditions. When the motor labours the speed of the motor drops and you will hear a change 

in the engine sound. When this occurs, stop mowing, release the switch lever and reduce the 

verticutting / aeration height. Failure to do so could damage the machine.

Note: The engine is protected by a safety cut out which is activated when the blade

becomes jammed or if the engine is overloaded. When this occurs, stop the 

machine and remove the plug from the power supply. The safety cut out 

will only reset when the switch lever 10 is released. Before continuing to 

mow, clear any obstructions and wait for a few minutes for the safety cut 

out to reset. During this time do not operate the switch lever 10 as this 

will prolong the time to reset the safety cut out. If the machine cuts out 

again, increase the verticutting / aeration height to reduce the load of 

the engine.

11. TECHNICAL DATA
Electric verticutter  ..................................................................................................................................  FZV 4001-E

Rated power  ..................................................................................................................................................  1300 W

Blade length  ......................................................................................................................................................  32 cm

Cutting height  ...............................................................................................................................  +3/-3/-6/-9 mm

Grassbox capacity  .............................................................................................................................................  40 L

Weight  ...................................................................................................................................................................  10 kg

Protection rating  ..................................................................................................................................................  IPX4

Aerator cylinder working speed  .................................................................................................  3900±5% rpm

Sound power level  .....................................................................................................................................  96 dB(A)

Vibrations  ......................................................................................................................................................  40 m/s2

The User’s Manual is in a specific language version.
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INSTRUCTIONS AND INFORMATION ON DISPOSAL OF USED PACKAGING. 

Put any used package material to the place determined by the municipality for waste 

disposal. 

DISPOSAL OF USED ELECTRIC AND ELECTRONIC EQUIPMENT

This symbol on products or accompanying documents means that used 

electric or electronic products must not be put to ordinary municipal waste. 

Hand over such products to determined collection points for proper disposal, 

restoration and recycling. Alternatively, in some countries of the European 

Union or other European countries you can return your products to your local 

dealer when you buy an equivalent new product. By dutiful disposal of this 

product you can preserve precious natural resources and you help prevent any 

potential adverse effects on the environment and human health which could 

be the results of wrong waste disposal. Ask your local authority or the nearest 

collection point for additional details. In case of improper disposal of this waste 

kind penalties can be imposed in accordance with national regulations.

For companies in the European Union countries

Should you want to dispose of electric and electronic devices, ask your dealer 

or vendor for necessary information. 

Disposal in other countries outside the European Union 

Should you want to dispose of this product, ask your local authorities or your 

dealer for necessary information about disposal method.

This product fulfils all basic requirements of the EU directives that apply to it.

Text, design and technical specifications can change without prior notice and we reserve 

the right for their change.

12. DISPOSAL
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