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Petrol Lawnmower
INSTRUCTIONS FOR USE

Thank you for purchasing this rotary petrol lawnmower. Before you start using it, please, 
carefully read this user's manual and save it for possible future use.
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General safety regulations

1. GENERAL SAFETY REGULATIONS
IMPORTANT SAFETY NOTICE

   Unpack the product carefully and do not throw away any of the packaging until you have found all the parts 
of the product. 

  Store the machine in a dry place out of children’s reach.
   Read all the warnings and instructions. Failure to comply with the warnings and instructions may lead to 

electric shock, fire and/or serious injuries.

PACKAGING

The product’s packaging prevents damage during transport. This packaging is a resource and can be recycled.

USER MANUAL

Before starting to work with the machine, please read the following safety regulations and instructions for use. 
Get familiar with the controls and correct use of the equipment. Keep the user’s manual in a safe place for easy 
future reference. Save the original packaging, including the internal packing material, guarantee card and proof 
of purchase receipt for at least the time of the guarantee. If you need to ship this machine, pack it in the original 
cardboard box to ensure maximum protection during shipping or transport (e.g. when moving or when you need 
to send this product for repair).

Note: If you hand over the appliance to somebody else, do so together with this user's manual. Make sure 
you use the appliance properly by following the instructions in the included User manual. The user’s manual 
also contains operating, maintenance, and repair instructions.

The manufacturer assumes no responsibility for accidents or damages arising from 
failure to comply with these instructions.
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2. EXPLANATION OF THE INSTRUCTION LABELS 
ON THE MACHINE

Before putting into operation, please carefully 
read the user's manual.

Keep other persons away from the work area.

Attention, rotating blades! Protect yourself against 
the danger of injury to limbs.

Emission of toxic gasses. Do not use the petrol 
lawnmower in enclosed or unventilated areas.

Hot surfaces, risk of burns!

Before carrying out maintenance, turn off the 
engine and disconnect the spark plug.

Never add fuel while the engine is running.
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Explanation of instruction labels on the machine

Indicates that there is a risk of injury to persons, death or 
damage to the machine if instructions are not followed.

Use ear protection.
Use eye protection.
Use breathing protection.

Always maintain a distance from moving parts.

Travel along the slope on contours, not up and down.

Conforms to all relevant European directives.

Petrol is extremely flammable and therefore allow the 
engine to cool down for 2 minutes before adding more 
fuel.
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3. DESCRIPTION OF THE LAWNMOWER (Fig. 1)
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Fig. 1

1.  Drive lever (clutch lever)
2.  Brake lever /stop lever
3.  Start butt
4.  Quick lock handle
5.  Grass box
6.  Engine oil cap
7.  Height adjusting handle

8.  Starter handle
9.  Fuel tank cap
10.  Air filter
11.  Side discharge chute
12.  Side discharge cover
13.  Spark plug boot

4. ASSEMBLY/PREPARATION
Before assembling and starting the petrol lawnmower, first carefully read the entire user's manual and the 
instructions contained in it.

IMPORTANT INFORMATION: The lawnmower is supplied WITHOUT FUEL AND OIL in the engine. 
Your new lawnmower was tested at the production plant meaning that a small amount of residual oil may 
be in the engine.

TAKING THE LAWNMOWER OUT OF THE CARDBOARD PACKAGING

Take the lawnmower out of the cardboard packaging and check that no loose parts are left in the packaging.
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5. ASSEMBLY
ASSEMBLING THE HANDLE

As shown in Fig. 3&4.

1.   Fasten the lower handle to
 The device by using two blots and two small knobs on each 

side .
2.   Unfold the upper handle and fix it to lower handle.
 By using the big knobs and the blots on each side.
 

NOTE:  Make sure the rope guide is on the right handle, 
when you stand behind the mower.

Fig. 4

TIDY THE CONNECTION CORD

As shown in Fig. 5.

Fix the connection cord to the handle. With the cord clip 
(supplied).

 

Fig. 3

Fig. 5

Clip
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ASSEMBLING THE GRASS BOX FIG6

Fasten the upper cover and the lower cover together.
NOTE: make sure that each buckle is fully buckled.

ASSEMBLING THE GRASS BOX ONTO THE MOWER

As shown in Fig. 7

1.  Lift the back cover by hand, and then buckle the grass 
box up.

 2.  After making sure that the grass box is buckled, loosen 
the rear cover.

 

 
ASSEMBLING THE MULCHING PLUG

As shown in Fig. 8 

 
1.   Remove the grass bag
2.   Push the plastic mulching plug. Into the 

discharge chute. Until it is locked in place.
3.  Then release the flap, it will close. Back to 

cover the mulching plug.
 

ASSEMBLING THE SIDE DISCHARGE CHUTE

As shown in Fig 9
 

NOTE: When use side discharge function . First need 
remove the grass Bag and plug the mulching plug.

1.   According to the pictures show the way. Lift the side 
discharge cover with. One hand and hook in the side 
discharge. Duct with the other hand.

2.   Release the side discharge cover to secure the duct in 
position.

 

Fig. 9

Side discharge chute

Side discharge 
cover

Fig. 8

Mulching piug

Fig. 7 Rear discharge cover

Grass bag

Fig. 6 Grass box cover

Koš
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CHECKING THE ENGINE OIL LEVEL
AND FILLING WITH ENGINE OIL

As shown in Fig 10 -11

Caution! The following procedures and adjustments 
must be performed before the engine is started.
Do not attempt to make any of these adjustments while the 
engine is running.

 

Caution! To prevent engine damage the engine is shipped without oil or petrol. The engine must be filled 
with the correct grade of oil and petrol before starting the engine.

NOTE: Running the engine with a low oil level will cause 
engine damage. It is recommend that high detergent, 
premium quality 4-stroke engine oil used. Using non-
detergent oil can shorten the engine’s service life and using 
2-stroke oil will damage the engine.

Caution! Always use high quality detergent oil classified SAE30 oil (or equivalent e. g SAE 10W/30, often 
termed as 4 Stroke lawn mower oil). Never use additives with recommended oil.
To prolong the life of your engine it is important that the oil is changed after the first 5 hours of use.

NOTE: To Check the engine oil level ,stop engine and place the mower on a level surface.

1.   Remove the oil filler dipstick and wipe oil from it with a clean cloth.
2.   Insert the dipstick into the oil filler neck, but do not turn it in.
3.   Then remove the dipstick and check the oil Level . the oil level must be between the Min and  Max marks  on 

the dipstick. If near  the lower level ,fill to upper  lever with the recommended  oil((SAE30 or equivalent). Do not 
overfill. Wipe away any spilt oil.)

4.   Align the ribs of the cap with the groove of the filler neck . then rotate 1/4 turn to secure it.
 
FILLING WITH ENGINE FUEL. As shown in Fig. 12

Caution! Always use clean, fresh unleaded petrol. Purchase fuel in quantities that can be used within 30 
days. Never mix oil with petrol.

Caution! Do not fill into the base of neck to allow for fuel expansion. Do not overfill the fuel tank.

CAUTION WARNING: Petrol is highly flammable and extreme precaution must be taken when handling 
or working with it. Keep out of reach of children.

Caution! To prevent engine damage the engine is shipped without oil or petrol. The engine must be filled 
with the correct grade of oil and petrol before starting the engine.

WARNING: Refuel in a well-ventilated area with the engine stopped. Do not smoke or allow flame or 
sparks in the area where the engine is refueled or where petrol is stored.
Avoid repeated or prolonged contact with skin or inhalation of vapour.

 Fig. 11

 Fig. 10
Engine oil filler neck
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1.   Clean the area around the petrol filler cap before removing the 
cap. Remove the warning tag, check the fuel level.

2.   Refill the tank if the fuel level is low.
3.   Refuel carefully to avoid overfilling or spilling fuel. There should 

be no fuel in the filler neck.
4.   Clean up any overflow or splashes of petrol before starting the 

engine.
5.   Tighten the filler cap after filling, finger tight on.

6. ADJUSTMENT
Setting the cutting height As shown in Fig. 13

Caution! Adjust the cutting height only. When the 
engine is switch off the spark plug Boot has been 
pulled.

The cutting height is centrally adjusted with Cutting height 
adjusting handle . Different cutting Heights can beselected.

7. OPERATION
START AND STOP THE ENGINE

WARNING: the blade begins to rotate As soon as the engine is started.

NOTE: do not operate the machine in enclosed or poorly Ventilated areas as the exhaust gas contains toxic 
substance. Keep hands , feet ,hair and clothing away from All the moving parts of the machine . the exhaust 
and other Parts of the machine will become hot during use.
Make sure that the blade is securely fastened before.
Starting the engine.

NOTE: to start the engine , make sure that the spark Plug boot is located on the plug and the machine is
filled with sufficient oil and petrol.

TO START THE ENGINE

Fig. 13

 Fig. 12

Fuel filler neck
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Operation

As shown in Fig 14-16

1.   Pull the start/brake lever towards the handle and hold it there .
2.   Press the START/STOP button. (Fig 14)

Manual:
1.   Stand behind the mower . Pull the engine Start/stop lever toward upper handle. With one hand . And Place the 

other hand On the starter handle.
2.   Pull the starter handle out approx.. 10-15cm Until you feel a resistance and then start the Engine with a sharp 

pull .
3.  Once the engine is running, put the starter rope Into the rope guide.

1
 

2

Fig. 14 Fig. 15 Fig. 16

TO STOP THE ENGINE

As shown in Fig. 17
Release the engine start/stop lever, it will return to its Initial position, the 
engine will automatically switches off.

TO CLEAN A FLOODED ENGINE

NOTE: if the engine won’t start after you have Operated the starter several times , the engine may be flood 
with excess fuel . Use following procedure to clear and start a flooded engine.

1.   Release the engine start/stop lever to stop engine.
2.   Remove the spark plug, dry it, and then reinstall it.

NOTE: Install the spark plug carefully by hand, to avoid cross-threading. After the plug is seated tighten 1/8 
to 1/4 turn with socket spanner of spark plug to compress the washer.

3.   Pull the engine start/stop lever toward upper handle.
4.   Operate the starter as described above.

Fig. 17
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USING THE SELF-PROPELLED FUNCTION

As shown in Fig. 18
This unit equipped with self-propelled system . If you press the drive lever(clutch 
lever) , the clutch for the drive will be closed and the lawnmower will start to 
move with the engine running .
To stop the moving lawnmower , just simply release the drive lever in good time .
 

WARNING: Always observe the strictest safety procedures when using the lawnmower. Carefully read the 
safety instructions of this manual before using the lawnmower.

WARNING: Never open the ejector flap when the grass bag has been detached (to be emptied) and the 
engine is still running. The rotating blade can cause serious injuries!

1.   Select your required setting.
2.   Start the engine and allow it run, and set it to required speed. See “to start the engine”.
3.  Keep a firm grip on the upper handle with engine stop/start lever and drive lever (clutch lever) closed and 

walk along with it self-propelling to start mowing.

WORKING ADVICES

1.  Walk, never run with the mower, be very careful when mowing uneven or rough ground.
2.  Mow across slopes, never up and down.
3.  Be careful when changing the direction of the mower on a slope.
4.  Do not mow excessively steep slopes.
5.  The best result will be achieved if the grass is dry. Wet grass will tend to clog the blade and the grass 

collection system.
6.  Grass grows at different rates at different time of the year. Never use the lowest cutting height for the first cut 

of the season or in drought conditions.
7.  Only about one thirds of the grass height should be cut.
8.  When mowing with mulching, to ensure that the cut grass can be scattered efficiently, do not cut high or wet 

grass. When you have been cutting for several minutes, please stop the mower, and clean the blade and the 
deck.

9.  Do not remove grass debris in the mower casing or on the blade by hand or with your feet. Instead use 
suitable tools such as a brush or broom.

EMPTYING THE GRASS BAG

As soon as grass clippings start to trail the lawn mower, it is time to empty the grass bag.

NOTE: Before taking off the grass bag, switch off the engine and wait until the blade has come to a stop.

1.   To take off the grass bag, use one hand to lift up ejector flap and the other to grab onto the carry handle. The 
ejector flap automatically falls down after removing the grass bag and closes off the rear chute opening.

2.    Empty the grass debris in the grass bag, and refit grass Bag.
 

NOTE: If any grass residue is caught in the discharge chute, clean it using a brush .Do not remove grass 
debris in the mower casing or On the blade by hand or with your feet. Instead use suitable tools such as 
a brush or broom. To ensure that the cut grass can be collected into grass Bag, the discharge opening and 
inside the mower casing must be cleared of any blockage.

Fig. 18
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8. STORING AND MAINTENANCE
WARNING: Before performing anymaintenance or cleaning work, switch. Off the engine and wait until the 
blade has come to a stop.

GENERAL CLEANING

The lawn mower should be cleaned thoroughly every time after it has been used. Always clean your lawnmower 
immediately after use.
Do not allow grass cuttings and other debris to become dry and hard on any of the mower surfaces.
Dried grass remnants and dirt may impair the mowing operation.
Check that the grass chute is free of any residual grass. Remove any such residue. Check the underside of the 
lawn mower and the blade mount . for this purpose ,tilt the Lawn mower onto its left side (opposite the oill filler 
neck)

NOTE: Before placing the lawn mower on its side , fully drain the fuel tank using a petrol extraction pump.
Do not tilt the lawn mower by more than 90 degrees.

  

MAINTENANCE OF THE SPARK PLUG

As shown in Fig. 19

1.   Once the engine has cooled , pull off the spark plug with a twist.
2.    Remove the spark plug using a spark plug wrench
3.    Clean the spark plugh with a wire brush(not supplied ).
4.    Using a feeler gauge set the gap to 0.75mm
5.    Install the spark plug carefully by hand , to avoid cross-threading .
6.    After the spark plug is seated , tighten with the spanner to compress the washer.
 
HOW TO SERVICE THE AIR FILTER

As shown in Fig. 20-22

Soiled air filters reduce the engine output by supply too little air to the carburetor. if the air contains a lot of dust , 
the air filter should be checked more frequently .

WARNING: Never run the engine without the air filter element installed.

1.   Remove the air cleaner outside cover. Be careful to prevent dirt and debris from falling into the air cleaner 
assembly.

2.  Separate the Air Filter from the Air Filter Housing .
3.  Inspect the air filter. Clean dirty air filter with warm water and mild soap. Allow air filter to dry thoroughly 

before re-installation
4.  Install the air filter assembly onto the carburetor and secure with screw.

NOTE: Do not use pressurized air or solvents to clean the filter. Pressurized air can damage the filter and 
solvents will dissolve the filter.

  

Fig. 19 0.7-0.8mm
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2

1

Fig. 20 Fig. 21 Fig. 22

CHANGING THE ENGINE OIL

Tilt the lawnmower towards the oil filler , have a container ready to catch the oil and remove the dipstick . once the 
oil has been emptied , replace the dipstick and wipe clean any spillages.
Refill with 400ml SAE30 oil or equivalent i. e SAE5W/30, SAE10W/30. When the dipstick is rested on the filler 
pipe (i. e . not turn in pace ), the oil level must be between the min and max marks on the dipstick.
See “Checking the engine oil level and filling with engine oil ” Start the engine and allow it to run briefly.
Stop the engine ,wait one minute and check the oil level . top u p if necessary. 

NOTE: see more in engine manual.

REPLACING THE BLADE

For safety  reasons you should  only ever have  your blade  sharpened , balanced and mounted by an authorised 
service workshop. For optimum results it is recommended that the blade  should  be inspected once  a year.

WARNING: Before you remove the grass collection bag, stop the engine and wait until the blade stops 
completely.

WARNING: You will need garden gloves (not provided) and a spanner wrench(not provided) to remove 
the blade.

NOTE: Don’t invert the mower. Tip it slightly towards the oil filler pipe and reach under the deck.

WARNING: Always handle the blade with care, sharp edges could cause injury USE GLOVES. Renew 
your metal blade after 50Hrs mowing or 2yrs whichever is sooner regardless of condition.

WARNING: If the blade is cracked or damaged replace it with a new one.

WARNING: Don’t hold the blade by hand directly.

NOTE: Maintain the sharpness of the blade when cutting grass. If the blade has worn excessively and 
become pitted and blunt, it should be replaced or sharpened. The sharpness of the blade will affect the 
performance of the lawnmower.
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Storing and maintenance  

 Fig. 23

 
STORING THE LAWNMOWER FOR SHORT PERIODS

The lawnmower can be stored for short periods of time (less than 15 days) without performing any storage 
maintenance.Before placing the lawnmower into storage always carry out the following:
1.   Allow the engine to fully cool.
2.   Ensure the grass bag is empty.
3.   Clean all debris from under the mower deck.
4.   Store the lawnmower on flat and level surface with the mower upright.
5.   Store in a safe place which is not accessible by children or people who are not familiar with operation.

STORING THE LAWNMOWER FOR EXTENDED PERIODS

If the lawnmower is to be place into storage for more than 15 days, storage maintenance must be performed on 
the lawnmower. If the following steps are not carried out, when you next operate the lawnmower it may not start 
correctly and may need to be serviced.

CAUTION: Do not empty the petrol tank in enclosed areas, near fire or when smoking. Petrol fumes can 
cause explosions and fire

1.   Empty the petrol tank with a petrol suction pump if available.
2.   Start the engine and let it run until any remaining petrol has been used up.
3.   Change the oil at the end of every season. To do so, remove the used engine oil from a warm engine and refill 

with fresh oil
4.   Clean the cooling fins of the cylinder and the housing
5.   Be sure to clean the entire machine to protect the paint.
6.   Store the machine in a well-ventilated place.
 
MAINTENANCE SCHEDULE

Performing routine maintenance correctly on your lawnmower will ensure you get years of trouble free use.
Please keep this manual safe for future reference.
It is recommended that the following maintenance schedule is adhered to. This will ensure the lawn-mower 
operated correctly and is safe to use.
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12hours of use 24hours of use 36hours of use
Air filter clean Clean replace
Spark plug check clean replace
Engine oil Check Replace check

The Engine oil should be changed after the fist 5 hours.

TRANSPORT

 Empty the petrol tank
 Always let the engine run until it has used up the remainder of petrol in the tank.
 Empty the engine oil from the warm engine. 
 Remove the spark plug boot from the spark plug. 
 Clean the cooling fins of the cylinder and the housing. 
 Use the original packaging to ship whenever possible.

9. TECHNICAL SPECIFICATIONS
Drive type Self-propelled
Egnine type DV150
Engine displacement 150CC
Engine speed 2800 rpm
Cutting width 460mm
Cutting height 25-75mm
Grass  bag capcity 50L
Sound power level
(LWA)* 96dB(A)

Amendments to text and technical parameters are reserved.

Changes in the text, design and technical specifications may be made without prior notice and we reserve  
the right to make changes
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10. DISPOSAL

INSTRUCTIONS AND INFORMATION ON DISPOSING OF USED PACKAGING 
MATERIALS
Dispose of used packaging material at a site designated for waste in your municipality.

The appliance and its accessories are manufactured from various materials, e.g. metal and 
plastic.  
Take damaged parts to a recycling centre. Inquire at the relevant government department.

This product meets all the basic requirements of the applicable EU directives.

Changes in the text, design and technical specifications may be made without prior notice  
and we reserve the right to make such changes.

User manual in the original language.
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11. CONFORMITY DECLARATION

EU DECLARATION OF CONFORMITY
        
Product / brand: Gasoline Powered Lawn Mower / FIELDMANN

Type / model:   FZR 4615-20LiBES as factory model DM46ESC-D150
Engine 150cm3; 2,6kW; speed 2800 rpm; cutting width 460 mm
LpA = 84,5 dB(A); LwA = 96 dB(A)

Manufacturer:
, Czech Republic 

VAT no: CZ24777749

This declaration of conformity is issued under the sole responsibility of the manufacturer.

The object of the declaration described above is in conformity with the relevant Union 
harmonization legislation: 
Directive MD 2006/42/EC Directive EMC 2014/30/EU
Directive NEOE 2000/14/EC Directive RoHS 2011/65/EU
Directive Emission of gaseous 2016/1628/EU

The relevant harmonized standards and the other technical specifications:
    EN ISO 5395-1:2013 EN ISO 14982:2009

EN ISO 5395-2:2013
EN ISO 12100:2010

Place of issuance:     Prague                        Name:    Petr Uher - Responsible Person
Date of issuance:     29. 08. 2022                Signature:
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2310, Szigetszentmiklós 
Kántor u. 10

 A termék gyártója: FAST ČR, a.s. (U Sanitasu 
1621, Říčany u Prahy 251 01, Csehország)

 A FAST Hungary Kft. (2310 Szigetszentmiklós, 
Kántor út 10.) mint a termék magyarországi im-
portőre a jótállási jegyen feltüntetett típusú és 
gyártási számú készülékre jótállást biztosít a 
fogyasztók számára az alábbi feltételek szerint:

 A FAST Hungary Kft. a termékre a fogyasztó 
részére történő átadástól (vásárlástól), illetve 
ha az üzembe helyezést a terméket értékesítő 
vállalkozás vagy annak megbízottja végzi, az 
üzembe helyezéstől számított 24 hónapig, míg 
250.000,- Ft eladási ár felett 36 hónapig tartó 
időtartamra vállal jótállást. Ha a terméket a 
fogyasztó az átadástól számított fél éven belül 
helyezteti üzembe, akkor a jótállási határidő a 
termék átadásától kezdődik. A termék alkotóré-
szeire és tartozékaira (pl. akkumulátor) a jótál-
lási idő a termék átadásától számított 12 hónap. 

 A jótállási igény a jótállási jeggyel, az át-
adástól (ha releváns az üzembe helyezéstől) 
számított (i) 1 évig - 100.000,- Ft eladási árat 
meg nem haladó termék esetén; (ii) 2 évig - 
250.000,- Ft eladási árat meg nem haladó ter-
mék esetén; (iii) 3 évig - 250.000,- Ft eladási 
árat meghaladó termék esetén a terméket 
értékesítő vállalkozásnál, annak székhelyén, 
vagy bármely telephelyén, fióktelepén, illetve 
mindhárom esetben a jótállási jegyen feltünte-
tett hivatalos szerviznél közvetlenül is, míg az 
előző (i) pont szerinti esetben, azaz 100.000,- Ft 
eladási árat meg nem haladó termék esetén a 
13. hónaptól a 24. hónapig kizárólag a hivata-
los szerviznél érvényesíthető.  Jótállási jegy
hiányában a fogyasztói szerződés megkötését
bizonyítottnak kell tekinteni, ha a fogyasztó be-
mutatja a termék ellenértékének megfizetését
hitelt érdemlően igazoló bizonylatot. Mindezek
érdekében kérjük tisztelt Vásárlóinkat, hogy
őrizzék meg a fizetési bizonylatot is. A jótállási
időn belüli meghibásodás esetén a fogyasztó -
választása szerint - (i) a hibás termék díjmentes 
kijavítását vagy kicserélését követelheti, kivéve, 
ha a választott igény teljesítése lehetetlen, vagy 
ha az a jótállásra kötelezettnek a fogyasztó által 
érvényesíteni kívánt másik igény teljesítésével
összehasonlítva aránytalan többletköltséget
eredményezne, vagy (ii) ha a kötelezett a kija-
vítást, illetve kicserélést nem vállalata, vagy e
kötelezettségének megfelelő határidőn belül, a
fogyasztó érdekeit kímélve nem tud eleget ten-
ni, vagy ha a fogyasztónak a kijavításhoz vagy
kicseréléshez fűződő érdeke megszűnt, akkor
a fogyasztó megfelelő árleszállítást igényel-
het, vagy a hibát a kötelezett költségére maga
kijavíthatja vagy mással kijavíttathatja vagy el-
állhat a szerződéstől. Jelentéktelen hiba miatt

elállásnak nincs helye. A fogyasztó a választott 
jogáról másikra térhet át. Az áttéréssel okozott 
költséget köteles a jótállásra kötelezettnek 
megfizetni, kivéve, ha az áttérésre a jótállásra 
kötelezett adott okot, vagy az áttérés egyébként 
indokolt volt.  Ha a jótállási időtartam alatt a 
termék első alkalommal történő javítása során 
megállapítást nyer, hogy a termék nem javít-
ható, a fogyasztó eltérő rendelkezése hiányá-
ban a termék a megállapítást követő 8 napon 
belül kicserélésre kerül. Ha a termék cseréjére 
nincs lehetőség, a fogyasztó által bemutatott, 
a termék ellenértékének megfizetését igazoló 
bizonylaton feltüntetett vételárat nyolc napon 
belül kell a fogyasztó részére visszatéríteni.  
Ha a jótállási időtartam alatt a termék három 
alkalommal történő kijavítást követően ismét 
meghibásodik, a fogyasztó eltérő rendelkezése 
hiányában, valamint ha a fogyasztó nem igényli 
a vételár arányos leszállítását, és nem kívánja a 
terméket a jótállásra kötelezett költségére kija-
vítani vagy mással kijavíttatni, a termék 8 napon 
belül kicserélésre kerül. Ha a termék kicserélé-
sére nincs lehetőség, a fogyasztó által bemu-
tatott, a termék ellenértékének megfizetését 
igazoló bizonylaton feltüntetett vételárat nyolc 
napon belül kell a fogyasztó részére visszaté-
ríteni.  Ha a termék kijavítására a kijavítási 
igény közlésétől számított 30. napig nem kerül 
sor, a fogyasztó eltérő rendelkezése hiányában a 
terméket a 30 napos határidő eredménytelen el-
teltét követő nyolc napon belül cserélni kell. Ha 
a termék cseréjére nincs lehetőség, a fogyasztó 
által bemutatott, a termék ellenértékének meg-
fizetését igazoló bizonylaton feltüntetett vételá-
rat a 30 napos kijavítási határidő eredménytelen 
elteltét követő nyolc napon belül kell a fogyasztó 
részére visszatéríteni.  A fogyasztó a hiba fel-
fedezését követően késedelem nélkül, legké-
sőbb a felfedezéstől számított 2 hónapon belül 
köteles a hibát közölni. A bejelentés kapcsán 
kérjük vegye figyelembe, hogy a jótállási igény 
kizárólag a jótállási határidőben érvénye-
síthető! Mindazonáltal a jótállási határidő 
meghosszabbodik a javításra átadás nap-
jától kezdve azzal az idővel, amely alatt a 
fogyasztó a terméket a hiba miatt rendelte-
tésszerűen nem használhatta. Ha a jótállásra 
kötelezett jótállási kötelezettségének megfelelő 
határidőben nem tesz eleget, a jótállási igény a 
fogyasztó erre irányuló felhívásában tűzött meg-
felelő határidő elteltétől számított 3 hónapon 
belül akkor is érvényesíthető bíróság előtt, ha a 
jótállási idő már eltelt. E határidő elmulasztása 
jogvesztéssel jár. A jótállási kötelezettség telje-
sítésével kapcsolatosan felmerülő költségek a 
jótállás kötelezettjét terhelik. 

 A 151/2003. (IX.22.) Korm.rendeletben meg-
határozott tartós fogyasztási cikk meghibáso-
dása miatt a vásárlástól (üzembe helyezéstől) 
számított három munkanapon belül érvénye-
sített csereigény esetén a terméket értékesítő 
vállalkozás nem hivatkozhat aránytalan több-
letköltségre, hanem köteles a tartós fogyasztási 
cikket kicserélni, feltéve, hogy a meghibásodás 
a rendeltetésszerű használatot akadályozza (és 
a csere nem lehetetlen).  Kijavítás esetén a fo-
gyasztási cikkbe csak új alkatrész kerülhet be-
építésre. Javítási- vagy csereigény esetén töre-
kedni kell arra, hogy a kijavítás vagy kicserélés 
15 napon belül megtörténjen. Ha a javítás vagy a 
csere időtartama a 15 napot meghaladja, akkor 
tájékoztatni kell a fogyasztót a kijavítás vagy a 
csere várható időtartamáról. A tájékoztatás a 
fogyasztó előzetes hozzájárulása esetén elekt-
ronikus úton, vagy a fogyasztó általi átvétel iga-
zolására alkalmas más módon történik. A rögzí-
tett bekötésű, illetve a 10kg-nál súlyosabb, vagy 
tömegközlekedési eszközön kézi csomagként 
nem szállítható fogyasztási cikket – járművek 
kivételével - az üzemeltetés helyén kell megja-
vítani. Ha a javítás az üzemeltetés helyén nem 
végezhető el, a le- és felszerelésről, valamint az 
el – és visszaszállításról a jótállás kötelezettje, 
vagy – a javítószolgálatnál közvetlenül érvénye-
sített kijavítási igény esetén – a javítószolgálat 
gondoskodik. 

 Nem tartozik jótállás alá a hiba és a jótállásra 
kötelezett mentesül a jótállási kötelezettség alól, 
ha bizonyítja, hogy a hiba oka a termék fogyasz-
tó részére való átadását követően keletkezett, 
így például ha a hibát  nem rendeltetésszerű 
használat, használati útmutató figyelmen kí-
vül hagyása, helytelen szállítás vagy tárolás, 
leejtés, rongálás, elemi kár, készüléken kívül-
álló ok (pl. hálózati feszültség megengedettnél 
nagyobb ingadozása)  illetéktelen átalakítás, 
beavatkozás, nem hivatalos szerviz által vég-
zett szakszerűtlen javítás  fogyasztó feladatát 
képező karbantartási munkák elmulasztása  
normál, természetes elhasználódásra visszave-
zethető (pl. elem lemerülése) vagy üzemszerű 
kopásnak tulajdonítható meghibásodás okoz-
ta. A jótállás a fogyasztó jogszabályból eredő 
jogait, így különösen a Polgári Törvénykönyv 
szerinti kellékszavatossági illetve termékszava-
tossági jogait nem érinti.  Tájékoztatjuk, hogy 
a fogyasztóvédelmi törvényben meghatározott 
fogyasztói jogvita bíróságon kívüli rendezése 
érdekében Ön a megyei (fővárosi) kereskedelmi 
és iparkamarák által működtetett békéltető tes-
tület eljárását is kezdeményezheti (a békéltető 
testületek elérhetősége: https://bekeltetes.hu/
index.php?id=testuletek).

Jótállási jegy
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A kereskedő tölti ki

Megnevezés:...............................................................................................................................................................

Típus:........................................................................ Gyártási szám: …………………………………………….

A termék azonosításra alkalmas részeinek meghatározása (ha alkalmazható):……………………………………

Vásárlást igazoló bizonylat  száma:……………………………………………………………………………….

A vásárlás (üzembe helyezés) időpontja: 20......  ..................hó.............nap.

Kereskedő bélyegzője: Kereskedő aláírása: …………………………………

Kereskedő címe: ………………………………………………

Javítás esetén alkalmazandó
A kereskedő vagy szerviznél történő közvetlen bejelentés esetén a szerviz tölti ki

A jótállási igény bejelentésének időpontja: ……………………………………………………………………….

Javításra átvétel időpontja:…………………………………………………………………………………………

Hiba oka:……………………………………………………………………………………………………………

Javítás módja:……………………………………………………………………………………………………..

A termék fogyasztó részére való visszaadásának időpontja:……………………………………………………...

A jótállás – kijavítás időtartamával meghosszabbított – új határideje:………..………………………………….

Szerviz pecsétje: Kereskedő pecsétje:…………………………………

Kicserélés esetén alkalmazandó

A jótállási igény kicseréléssel került rendezésre. 

A csere időpontja: …………………………………………………

Kereskedő bélyegzője:

Tisztelt Fogyasztó!

Köszönjük, hogy termékünket választotta. Cégünk és szervizünk elérhetősége:

FAST Hungary Kft. H-2310 Szigetszentmiklós, Kántor út 10. Tel.: 06-23-330-905; 06-23-330-830;

Fax: 06-23-330-827, E-mail: szerviz@fasthungary.hu










