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A deviation of –6V to +6V is admissible with respect to the rated voltage. For operation with other voltage 

supplies, a right autotransformer is required.

Always connect the appliance to an useful earthing system For the above,if the main supply is not 

earthed,connect the appliance to a separate earthing system. Consult a specialized technician to carry 

out the latter in compliance with current standards. 

The manufacturer declines all responsibility for failure to observe the above accident prevention 

standards. 

Cleaning the interior prior to use

Prior to use, clean all internal parts with warm water and neutral detergent to remove the “new” odor and 

dry thoroughly. Never use abrasive detergents and/or powders that can damage the appliance.

Installation instructions:

Before installing, carefully read the instruction in order to avoid a certain number of problems.

 
Fig 1 -Dimensions of mounting slot
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Technické nákresy

VesTaVná  
cHlaDnička
PTL 8211 BU   

VesTaVný  
mraZák  
PTF 8211 BU 

VesTaVná kombinoVaná 
cHlaDnička  
PTB 821 BU

595

600

548

100 – 170

819 – 889

820 – 890

MIN 550

595

600

548

100 – 170

819 – 889

820 – 890

MIN 550

Pro vznik nároku na bezplatný servis je 
nutné, aby se spotřebitel do 30 dnů  

ode dne nákupu výrobku zaregistroval na:  
www.philco.cz/registrace

 
 Podmínky pro využití bezplatného servisu 

+36 měsíců naleznete na:  
www.philco.cz/bezplatny-servis

Užijte si 5 let bez starostí!




